
Box Bullet Vandal Dome Mini Dome Dome

High Megapixel IP Camera Solution
Models

Outdoor/Indoor

Image Sensor

Minimum Illumination

IR illuminator

Lens

Frame per Second

Max Video Resolution

SD/SDHC Card Slot

Network   protocol

Digital Input/Digital Output

Audio Capability

Video Compression

Multiple Streams

PoE

BNC output

2001 B1100E B2210 B2210E B2330E B2530E G2212E

1/2.7” progressive scan 
CMOS sensor

0.5 Lux / F1.8

CS mount, 6.0mm, 
F1.8,Fixed IRIS

CS mount, Vari-Focal, 
3.1-8mm, F1.2,DC-IRIS

SXGA(1280x1024), 
HD720P(1280x720), 

VGA(640x480), 
QVGA(320x240), 
QQVGA(160x120)

Up to HD1080 
(1920x1080)

Up to 15fps @ SXGA
Up to 30fps @ HD720P/ 
VGA / QVGA / QQVGA 

25 fps

IPv4, TCP/IP, HTTP, 
HTTPs, UPnP, 

RTSP/RTP/RTCP, 
IGMP, FTP, DHCP, 

DNS, DDNS, PPPoE, 
NTP, SMTP 

Yes

Yes

Up to 2048x1536

20 fps

IPv4, TCP/IP, HTTP, HTTPs, UPnP, RTSP/RTP/RTCP, IGMP, 
FTP, DHCP, DNS, DDNS, PPPoE, NTP, SMTP,Multicast

1/2.5"progressive scan 
CMOS sensor

0.5 Lux / F1.2

CS mount, Vari-Focal, 
4-12mm, F1.4,DC-IRIS

Up to 2592x1944

10 fps

Indoor/Outdoor

IPv4, TCP/IP, HTTP, 
HTTPs, UPnP, 

RTSP/RTP/RTCP, 
IGMP, FTP, DHCP, 

DNS, DDNS, PPPoE, 
NTP, SMTP 

Up to 15M

CS mount, 6.0mm, 
F1.8,Fixed IRIS

SXGA(1280x1024),
HD720P(1280x720),

VGA(640x480),
QVGA(320x240),
QQVGA(160x120)

Up to 15fps@SXGA
Up to 30fps@HD720P/
VGA/QVGA/QQVGA

Yes

0.5Lux/F1.8

CS mount, 8.0mm, 
F1.8,Fixed IRIS

1xDI/1xDO

Yes(2-way audio)

G2213E

Outdoor

Up to 30M

CS mount, 12mm, 
F1.6 Fixed IRIS

G2214H V2211H V2211R V2211P M2210E 2003

2xDI/1xDO

Yes

0.5Lux/F1.2

Board Type,3.3-12mm,F1.4

DC-IRIS+ICR+Remote Focus/zoom

Indoor/Outdoor

IPv4, TCP/IP, HTTP, HTTPs, UPnP, RTSP/RTP/RTCP, IGMP, 
FTP, DHCP, DNS, DDNS, PPPoE, NTP, SMTP,Multicast

1/2.7” progressive scan 
CMOS sensor

Up to 10M

Board Type,3.6-16mm,
F1.2,DC-IRIS+ICR

Up to HD1080 
(1920x1080)

25 fps

1xDI/1xDO

H.264,MPEG4,MJPEG

Triple-stream

Yes(802.3at)

0.5Lux/F1.4

Board type,3-9mm,
F1.4,P-IRIS+ICR+Remote Focus/zoom

Board type, 3.6mm, 
F1.8,Fixed IRIS

Indoor

IPv4, TCP/IP, HTTP, 
HTTPs, UPnP, 

RTSP/RTP/RTCP, 
IGMP, FTP, DHCP, 

DNS, DDNS, PPPoE, 
NTP, SMTP 

0.5Lux/F1.8

CS mount, 6.0mm, 
F1.8,Fixed IRIS

SXGA(1280x1024),
HD720P(1280x720)

VGA(640x480),
QVGA(320x240)

QQVGA(160x120)

Up to 15fps@SXGA
Up to 30fps@HD720P/
VGA/QVGA/QQVGA

Yes

Design and specifications are subject to change without notice.

Yes Yes(Micro SD)

Indoor

2xDI/1xDO

Yes

DC 12V

AC 24V

Yes

Yes

Yes

Yes

V2211E

Yes(802.at) Yes

2001 B1100 B2210 B2210

Indoo

B2330E

Indoor

B2530EIB-CAM

 

2002


