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ICY B0x® Manual

IB-3221StU-B

External JBOD* subsystem for 2x 3.5 SATA HDDs

* JBOD - ,Just a bunch of discs™: PC detects 2 HDD's by one USB cable.

Package content
1x Case, 1x Power adapter and cord, 1x USB cable, 1x Software CD, 1x manual

1. Model and Interface

[ Model HDD interface Host interface |
L 18-32215tU-B 2x SATA (I & IT) use 2.0 I

2. Features

* Aluminium case, supports JBOD* function

HDD capacity unlimited

Supports: PC, Mac and Linux

"0One Touch Backup”-system including software
Transfer rates: USB 2.0 up to 480 Mbit/s
External AC power adapter: (100~240 V)
Including external data cable

Cooling fan

3. Mounting of HDD's
W Attention:

During montage all cabling has to be disconnected from the computer.
1) Open the appropriate front door.

2) Slide the HDD with the controller board downsides into the case.

3) Close the appropriate door carefully till it is locked.

4. Rear view
1. USB 2.0 Host interface
2. Power switch

3. Power in

4. Fan

5. Using the external enclosure

1) Start-up with formatted HDD's, they will be identified by system as several devices.

2) If required (e.g. Win98/ME), driver software for USB must be installed at first.

3) Start-up with factory-new/unformatted HDD's, they will be displayed in the Windows® -disk management.
The HDD's need to be initialized/formatted at first.

“NOTE: SATA HDD 1.5 Gbit/s speed limit jumper setting.

In some rare cases SATA hosts can not establish SATA interface connection with SATA 3.0 Gbit/s devices due to

interface protocol issues. In this case the jumper may be installed as shown on the HDD to force the device to

negotiate for SATA 1.5 Gbit/s speed.”

6. Software

If you want to use the "OneTouchBackup -function, proceed as follows:

1) Install the provided software on your System (see software manual).

2) In order to be able to use the OneTouchBackup function of your enclosure, start the software and set up the
system at one's own option (see software manual).
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* JBOD - ,Just a bunch of discs™: PC erkennt 2 Laufwerke liber ein USB Kabel.

Externes JBOD* Subsystem fiir 2x 3,5” SATA Festplatten

Verpackungsinhalt
1x Gehause, 1x Netzteil und Stromkabel, 1x USB Kabel, 1x Software CD, 1x Handbuch
1. Modell und Anschliisse

I Modell Festplatten-Typ | Externe Anschliisse ]
[ 18-32215t-8 | satagam USB 2.0 |

2. Merkmale

Aluminium Gehduse, mit JBEOD* Funktion
Festplattenkapazitaten ohne Limit
Unterstiitzt: PC, Mac und Linux

"One Touch Backup”-System inkl. Software
Ubertragungsrate: USBE 2.0 bis zu 480 Mbit/s
Externe Stromversorgung AC: (100~240 V)
Externes Datenkabel inklusive

Lifter
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3. Festplatteneinbau
W Achtung:

Belm Ein- und Ausbau der Festplatte miissen alle Kabelverbindungen zum Computer gelist werden.
1) Offnen Sie die entsprechende Fronttiir.

2) Schieben Sie die Festplatte, mit der Platine nach unten, bis zum Anschlag ein.

3) SchlieBen Sie die Tiir unter leichtemn Druck.

4. Riickansicht

1. Externer Anschluss: USB 2.0 Ve

2. Stromschalter

3. Stromeingang

4. Lifter

AN

5. Anwendung

1) Bei Inbetriebnahme mit formatierten Festplatten, werden diese als separate Laufwerke erkannt.

2) Bei Bedarf (z.B. unter Win98/ME) muss der USB Treiber installiert werden.

3) Bei Inbetriebnahme mit fabrikneuen/unformatierten Festplatten, werden diese in der Windows®
-Datentragerverwaltung angezeigt und missen initialisiert bzw. formatiert werden.

Anmerkung: SATA Festplatten Gesc g d ung auf 1,5 Gbit/s per Jumper.

In einigen seltenen Fallen kénnen SATA Schnittstellen aufgrund von Protokollproblemen keine einwandfreie
Verbindung im 3,0 Gbit/s Modus herstellen. In diesem Fall kann, wie auf Festplatten abgebildet, die Festplatte per
Jumper auf eine maximale Geschwindigkeit von 1,5 Gbit/s reduziert werden.

6. Software

Wenn Sie die ,OneTouchBackup" - Funktion des Gerétes unter Windows® nutzen wollen, gehen Sie wie folgt vor:

1) Installieren Sie die mitgelieferte Software auf Ihrem System (s. Softwareanleitung).

2) Zur Nutzung der ,OneTouchBackup™ -Funktionen des Gerates dffnen Sie das Programm und richten das System
nach Ihren Wiinschen ein (s. Softwareanleitung).





