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IP Configuration

The administrator may use this option to manually define the IP address of the IB-NAS5310. If the hub/
router/switch in your network has a DHCP server, then the IB-NAS5310 will automatically be assigned an 
IP address.

The IB-NAS5310 can also act as a DHCP server when one is not present in your network. 

The default IP of the IB-NAS5310 in DHCP server mode is "169.254.0.1" and any device 
that is linked to the network containing will be assigned an IP of "169.254.0.x" automati-
cally.
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PPPoE

Some DSL-based ISPs use PPPoE (Point-to-Point Protocol over Ethernet) to let users establish Internet 
access. All local users can share one PPPoE connection to access the Internet.

Status Display PPPoE connection status

Service Name Optional PPPoE service name

Login User Name Enter your user name provided by your ISP.

Login Password: Enter your password provided by your ISP

Service On Demand The router will ONLY connect to your ISP on demand. 

Idle Time  
(Seconds)

Idle time means the storage will disconnect after being idle for a 
preset amount of time. If you set the time to 0, the PPP session  
will not terminate itself.

Max Connection Time 
(Hours)

After the preset amount of hours the PPP session will terminate 
itself

IP Address Negotiation IP Address and Subnet Mask should be assigned within the same  
network as the PPPoE-enabled DSL modem.

Fixed IP Address you can manually assign an IP address to the interface.



10 11

Network Attached Storage
IB-NAS5310

http://www.icybox.de

DDNS

You may enter your login information for www.dyndns.com to use this service.

Maintenance

The administrator can perform maintenance tasks on the IB-NAS5310 here.

Update the firmware only if you are experiencing problems with your IB-NAS5310. 
New firmware files are available for download from our website: http://www.icybox.de	  

After updating the firmware or resetting to factory defaults, please make sure that you 
restart the IB-NAS5310 and refresh your browser.
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SMB Server

SMB enables the core function of the IB-NAS5310 which is network file sharing.

This option allows the administrator to determine the folders/directories to be shared.

In here, you can create, rename and delete folders/directories in your IB-NAS5310.  
All the folders/directories in the root directory that were previously in your hard drive before it was 
installed in the IB-NAS5310 will also be shown in the "Folder List".

The arrow keys in the middle are used to determine if the selected folder/directory is to be shared.  
Password protection for each shared folder can also be implemented.

When creating folders/directories through the web control panel, please use only English 
alphabets.
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FTP Server 

Abbreviated from File Transfer Protocol, FTP enables file exchange between computers on the Internet. 
The IB-NAS5310 can work as a stand-alone FTP server when it is assigned a static IP.

Anonymous FTP is Enabled by default. The administrator can determine if the users have read or write 
permission and the "Home Directory" will be the folder/directory the anonymous user can access upon 
logging in.

The Account List displays the current FTP user accounts, the administrator can add new users, modify 
their permissions, temporary disable users and delete users.

BitTorrent

The BitTorrent protocol is used to share files over the Internet. A lot of scientific and open source pro-
jects are using this service to distribute files in the internet.

In order to download a file through BitTorrent you need to download the .torrent file off the internet first. 
Upload this file by clicking "browse" in the BitTorrent main window. Upload the .torrent file to the NAS by 
clicking "Upload". The NAS will start the download immediately if enough peers are available.

The BitTorrent Client is able to inform you about finished downloads by mail. For this purpose please 
enter your email account information in the form which is shown after clicking "Mail setup"

Furthermore you can limit the upload and download bandwidth and select a target folder for finished 
downloads.

Attention: Setting up the BitTorrent protocol will cause constant internet traffic and this might lead to a 
permanent internet connection on some router configurations. This can cause high internet costs at some 
internet rates. So please make sure that you are using an appropriate tariff like a flat rate.

Attention: The technique of BitTorrent automatically causes an upload of the files you are downloading 
again. So please mind any copyrights of data you are downloading. 

Distribution of copyright protected data without permission is illegal and might lead to severe 
punishment. Also RaidSonic forbids you to use its Firmware to do so, by its license herewith.
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Printer

The IB-NAS5310 is able to share an attached printer to all computers in the local network. If the printer 
is connected and the printer has been set up on computers in the network, it is possible to print from 
any computer connected in the local network on the printer attached to the IB-NAS5310.

How to setup your computer to print via the IB-NAS5310 is described in point  
"File and Printer Access" in this manual.

Media Server

This option allows the administrator to determine the video, photo or music folder/directory to be shared.

In here, you can set Enable/Disable UPNP AV Server share folder in your IB-NAS5310. The user can set 
"PUBLIC" folder as Photo and Music share folder or create a specific folder name from SMB Server.

The default value for sharing is "Disable". User can choose any folder from the "Folder List" of drop down 
list and after click on "Set" button, the status under "Photo/Music/Video Directory" will display the name 
as choosing from "Folder List".

Disk Utility

If you have installed a new hard drive in the IB-NAS5310, that is not formatted, this will be the place to 
format it to the FAT32 format.

Since the IB-NAS5310 supports power management, you can also determine the time the hard drive 
have to be inactive in order for the IB-NAS5310 to enter sleep mode.
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The Scan Disk function can be used to detect potential problems with the hard drive. Click on the refresh 
button to display the scandisk result.

File and Printer Access
 
 
Mounting network shares under Windows

In Windows, the data can be accessed by searching for the IB-NAS5310 in the "Network Neighbourhood" 
(as a computer with the name "IB-NAS5310"). Or you can access the data in the IB-NAS5310 with the 
following instructions.

Note: The follow screenshots are taken from a PC running Windows XP SP2 and may vary slightly from 
your computer screen.

Open the Windows Explorer and type "\\IB-NAS5310" in the address field and press "Enter". If prompted 
please enter your account name and password of the NAS.

The Windows Explorer will appear and you should be able to see all the folders that were previously 
selected to be shared under "SMB Server" in the control panel. Clicking on the corresponding folder will 
reveal the files in that folder.

If you change the IB-NAS5310 hostname, you will need to replace the word "IB-NAS5310" 
with it. For example, if you changed your hostname to "FileServer", please type  
"\\FileServer" instead of "\\IB-NAS5310".
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Mapping a printer under Windows

If the client computer is running Windows, please follow the procedure below to access the printer 
connected to the IB-NAS5310.

Open the "printer and fax 
administration" on PC and 
click "add printer" to set up a 
printer.

Please select "local printer" 
and deactivate the option 
"Plug & Play-Printer…". 

Click "next" to go on.

In this window a new con-
nection has to be chosen. 
Please select "Standard TCP/
IP Port". 

Click "next" to go on.
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Enter the NAS IP address or host 
name. The port name complements 
itself. 

Click "next" to go on.

In this window please select "Custom" 
and then click "Settings".

Adjust the protocol "LPR", enter 
the queue name "lp" for the LPR 
adjustment and activate "LPR-Byte 
counting". 

Confirm the adjustment with the key 
"OK".

Also confirm the next two windows 
with "Next" or "OK".
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Select your printer. If the 
printer cannot be found, you 
can run a Windows update. 
Mostly you find the new 
drivers at the bottom of the 
printer list. 

Click "next" to go on.

You may now give a name 
to your printer and set it as 
default printer.

After confirming by "Next" 
you may print a test page in 
order to ensure the functio-
nality. 

After finishing the configura-
tion the printer can be used 
as any normally connected 
printer.
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Mounting network shares under Mac OS

If the client computer is an Apple Macintosh running Mac OS, they will have to follow the procedure 
below to mount each shared folder as an SMB share to access the data.

Note: The follow screenshots are taken from a Mac Pro running OS 10.5.x and may vary slightly from 
your computer screen.

Under Finder, select Go >> 
Connect to Server or use the 
hotkey <Command>+<K>

The dialogue box "Connect 
to Server" will appear. Type 
"smb://IB-NAS5310" and 
click the Connect button.

If you change the IB-NAS5310 hostname, you will need to replace the word "IB-NAS5310" 
with it. For example, if you changed your hostname to "FileServer", please type "smb://
FileServer" instead.



20

Network Attached Storage
IB-NAS5310

http://www.icybox.de

21

 

 

After entering your account 
name and password for the 
NAS the next dialogue screen 
will prompt you for the folder 
that you would like to access. 

Select it and click the OK 
button.
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Mapping a printer under Mac OS

If the client computer is an Apple Macintosh running Mac OS, they will have to follow the procedure 
below to access the printer connected to the IB-NAS5310.

Select "Print & Fax"
from the System 
Preferences

Click the "+" Button
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Select "IP"

Enter the IP
of the IB-NAS5310

Enter a location

Select the matching
driver for your printer

Click "Add"

Now the printer has been
added in the "Print & Fax" 
system setting and can 
be used as a normal printer.
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Frequently Asked Questions

1.	 The IB-NAS5310 displays error messages / crashes during the file transmission? 

Please ensure you update patches for your operating system frequently. The latest firmware for the  
IB-NAS5310 is also available to download from our website at: http://www.icybox.de

2.	 Does the IB-NAS5310 support power management? 

Yes, when there isn't any hard drive activity within fifteen minutes, the IB-NAS5310 will power down to 
reduce power consumption. The sleep time can be configured via the web control panel.

3.	H ow does the IB-NAS5310 achieve its data sharing capabilities?

Utilizing the SMB (Server Message Block) protocol, the IB-NAS5310 allows any computer client that 
supports TCP/IP, NetBui or IPX/SPX to share files. The built-in FTP server also allows any clients with 
internet connectivity to access the IB-NAS5310. For this purpose we recommend to set up a permanent 
domain with an external provider as for example DynDNS.

4.	 What is the size limitation for the IB-NAS5310?

The IB-NAS5310 support LBA (48-bit Logical Block Addressing) which in theory includes all hard drives 
from 32 gigabytes to 2 terabytes.

5.	 Why supports the IB-NAS5310 only FAT32 format?

As a cross platform file server, FAT32 format is compatible with all major operating systems (Windows/
Mac OS/Linux). The only drawback of a FAT32 format is the single file size limitation of 4 GB. In the NAS 
Mode the limit of a file is 127 GB. If a file is over 4 GB the IB-NAS5310 splits it in the NAS Mode into 
parts under 4 GB and provides them transparently.

6.	H ow does the IB-NAS5310 DHCP service work?

The IB-NAS5310 functions as a DHCP(Dynamic Host Configuration Protocol) server when it does not de-
tect the presence of other DHCP servers in its network. DHCP is an Internet protocol for automating the 
configuration of computers that use TCP/IP by automatically assigning IP addresses.

7.	 What are the naming limitations of the files in the IB-NAS5310?

The maximum length of an account name is 12 characters.  
Invalid characters such as "* \ : " < > . ? /" may not be used.
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