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IB-290 Series
External Case for 2.5" HDD

ICY Box .

1B-290StUS-B
External Case incl. leatherette pocket

Features

= For 2.5" SATA HDD

=  Full aluminium construction

= Combo host USB2.0 + eSATA

= Screw less HDD Installation-Mechanism

= IB-290StUSD-B: incl. 3.5" docking station for PC Case
= IB-290StUS-B: incl. Leatherette pocket

« Data transfer up to 3Gbit/s by eSATA

= Supports: Windows 98/ME/2000/XP/Vista, OS 9.1

= Hot Swappable

1B-290StUSD-B
External Case incl. 3.5" docking station

TesEE]l DR IB-290StUS-B and 1B-290StUSD-B!

Model 1B-290StUS-B 1B-290StUSD-B ICY BOX complements its portfolio around a further
Articel No. 20292 20294 product combination for 2.5 SATA HDDs.
EAN code 4250078183723 4250078183730
Case color black black With the new IB-290 series ICY BOX continues its concept of
Docking station yes (SATA) the combined internal/externally solutions.
Brand ICY BOX
D”Ve_'”ter]face 1x 2.5" SATA The 1B-290 is available with docking station (IB-290StUSD-B)
hlosqintey gce X USBZ'O’_ 1)_( SR or without (IB-290StUS-B). The fan less aluminium carrier
HDD capacity No Limit . : ; . "

A provides an optimal working environment to the most 2.5
HDD height 10 mm

. o SATA HDDs, up to 10 mm.

Case material Aluminium
Hot Swappable yes . i .
Packing content 1x case, 1x case, The HDD enclosure can be inserted in the stationary PC by

using the docking station, but also be connected via USB 2.0

1x leatherette pocket,
or eSATA interface directly. Therefore, the enclosure finds a

1x docking station,

1x USB data cable,

1x USB power cable,

1x USB data cable,

1x USB power cable,

comfortable place inside the computer and can also be used
away from home without a docking station.

1x eSATA cable, 1x eSATA cable,

1x key, 1x key,
1x manual 1x screw set, To round off the appearance of these new product series it
1x manual will be offered in a new packing design.
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Frontside Rearside

Screw less HDD Installation-Mechanism

1. For unblock the external enclosure using the key
including the packing content. You are able to open
the locking mechanism from the centre of rear panel
by unsnap the clamp retention.

2. Take out the PCB and connect a 2.5” SATA HDD to
the internal SATA connection of PCB.

3. Push the unit back into the enclosure and close the
clamp retention.

4. 1B-290StUSD-B: Screw docking station into a 3.5"
drive bay, connect the power cable of it to the power
supply and the data cable to the controller.

Logistical Data: 1B-290StUS-B

Packing unit: 20 pcs./carton Gross weight (incl. pack.): 0.38 kg Country of origin: China
Total weight: 9.3 kg/carton Dimension (incl. pack.): 160x150x41 mm Import tax: 84733080
Dimension/carton: 410x350x285 mm Net weight: 0.14 kg

Dimension of articel: = 135x86x16 mm

Logistical Data: 1B-290StUSD-B

Packing unit: 20 pcs./carton Gross weight (incl. pack.): 0.67 kg Country of origin: China
Total weight: 14.2 kg/carton Dimension (incl. pack.): 200x134x66 mm Import tax: 84733080
Dimension/carton: 410x350x285 mm Net weight: 0.38 kg
Dimension of articel: = 185x102x26 mm
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