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RaidSonic
STORAGE SOLUTIONS WITHOUT LIMITS

Video formats 1. MPEG-1 VCD format (1.15Mbps CBR)
      [.mpg, .mpe, .mpeg, .dat, .m1v, .iso]

2. SD and HD MPEG2 up to 20 and 40 Mbps
      [.mpg, .mpe, .mpeg, .m2v, .vob, .vro, .iso]

3. SD and HD MPEG-4 (OpenDivx, Xvid, MP4)
      [.avi, .divx, .mov, .mp4, H.264, .iso]

4. SD and HD WMV9
     [.asf, .wmv, .mkv, .iso]

5. AVI audio codec: MP3, AC3, PCM, WMA, Ogg
Subtitle formats 1. Subtitle

(MicroDVD, SubRip, Sub Station Alpha, Sami)
      [.sub, .srt, .saa, .smi]
Audio formats 1. MPEG-1 Layer1 (MP1) [.mp1, .mpa]
 2. MPEG-1 Layer2 (MP2) [.mp2]
 3. MPEG-1 Layer3 (MP3) [.mp3]
 4. Ogg Vorbis (OGG) [.Ogg]
 5. AC3 5.1 (AC3) [.ac3]
 6. Microsoft PCM Wave (WAV) [.wav]
 7. Advanced Audi Coding (AAC, ADIF, ADTS) [.aac]
 8. Microsoft Windows Media Audio Professional

(WMA Pro) [.asf]
 9. Free Lossless Audio Codec (FLAC) [.flac]
Pictures formats JPEG, PNG, GIF

Model IB-MP309HW-B
Article No. / EAN Code 25333 / 4250078184294
Colour Black
Brand ICY BOX
Article text HDD and Network Multimedia Player

with Full HD
Processor/system board Sigma Designs® EM8635,

300 MHz 32-bit RISC,
256 MB DDR SDRAM Video Puffer

Network support LAN 10/100 Mbps, RJ-45,
WLAN WiFi iEEE802.11n
(by optional WiFi Dongle)

Network protocol SAMBA (SMB), FTP, NFS, UPnP
WEB portal i.e.: YouTube, Picasa, Shoutcast, RSS Feeds
File system • Ext2/3 (supports full network functional range)

• NTFS/FAT32
(limited network functional range)

HDD interface 3.5" SATA up to 1.5 TB
External data interface 2x USB2.0 Host, 1x USB 2.0 to PC
External video interface Composite, S-Video, Component,

HDMI 1.3 (up to 1920x1080p)
External audio interface Stereo L/R, SPDIF (coaxial/optical)
Power supply AC 100~240 V, 50~60 Hz, 35 W, DC 12 V, 3 A

IB-MP309HW-B
HDD and Network Multimedia Player with Full HD

Technical data

Key features

• Powerful Media Chip Sigma Designs EM8635
• Supports: LAN 10/100 Mbps, RJ-45
• Supports: WiFi iEEE802.11n (optional WiFi USB dongle required)

• 4 server in one: UPnP, SAMBA, NFS, FTP
• Supports all current formats
• Audio out: Stereo 2 Ch (RCA), SPDIF (coaxial/optical)
• Video out: HDMI 1.3, Composite, S-Video, Component
• Supports 3.5" SATA HDDs up to 1.5 TB
• File System: Ext3 (supports full network functional range),
       NTFS/FAT32 (limited network functional range)
• Transfer rates: USB 2.0 up to 480 Mbit/s
• Supports Windows up to XP/Vista/Windows7, MAC OS >9/X, Linux
• Controllable by remote control and USB keyboard (not included) –

connected by cable or RF transfer
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RaidSonic
STORAGE SOLUTIONS WITHOUT LIMITS

Full HD. Big Fun. The Big Show.

HDD multimedia player with Full HD. Plays all current High Definition
formats – whether streamed, from Blu-ray disc or from elsewhere. Its
broad offering of web services brings e. g. YouTube to the big screen or
even the silver screen. Employment of a wireless keyboard is possible as
well as Wi-Fi. It's big entertainment for big fun.
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Packing content: IB-MP309HW-B, power adaptor and cord, A/V cable, USB cable, remote control, remote control battery, software CD, user manual

Logistical Data

Packing unit: 8 pcs./carton Dimension/carton: 490x325x455 mm Import tax: 84717030
Total weight: 16.8 kg/carton Dimension of packing box: 237x218x157 mm
Gross weight (incl. packing): 2.1 kg/pcs. Dimension of article: 200x58x165 mm
Net weight: 1.04 kg/pcs. Country of origin: China

1. Power supply IN 7. S/PDIF coaxial OUT
2. USB 2.0 to PC 8. S/PDIF optical OUT
3. HDMI OUT 9. Stereo L/R OUT
4. Composite OUT 10. RJ-45 10/100 Mbp/s interface
5. S-Video OUT 11. ON-/OFF switch
6. YPbPr (Component) OUT 12. 40 mm cooling fan

1. 2x USB 2.0 Host
3. Data access LED
2. Infrared Window
4. Power LED
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