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SR5650-4S-U3D / SR7650-4S-U3D
Dual SCSI U320 RAID subsystem for 4/8 SATA HDDs

Features

4x SATA internal
* 2x Dual channel SCSI U320 +
1x Infiniband extension port (SR7650)
= Internal 8 channel SATA RAID controller
= RAIDO, 1, 5, 6, 01, 10, 30, 50
* 4x SATA | o. Il HDD extensible to 8x SATA HDD
= Largest capacity over 2 TB
= Management GUI Web & VT-100

SR5650-4S-U3D

SR7650-4S-U3D

= Auto rebuild with Hot Spare o. parity check
= CPU Intel 80331 64bit 500 mHz RISC
< RAM DDR 333 512 MB
= Transfer Rate 320 MB/s
= 1x 40 mm for power supply, 1x 80 mm for system (SR5650)
and 1x 40 mm for power supply, 2x 40 mm for system (SR7650).
= Power supply Input 100~240 V, Output 50~60 Hz 200 W
= OS support: Win2000/2003 & MAC 10 & Linux 2.4 and higher

4 Technical data )
Model SR5650-4S-U3D SR7650-4S-U3D
Article No. 12075 12076
EAN code 4711132865486 4711132865516
Brand RAIDON
Article text Small tower Dual SCSI U320 19" 1U rackmount Dual SCSI U320
RAID subsystem for 4/8 SATA HDD RAID subsystem for 4/8 SATA HDD
Internal drive interface 4x SATA (1 & 1)
External drive interface 1x Infiniband extension port
Host interface 4x SCSI 68 PIN for datatransfer,
10/100 LAN and RS 232 for administration
HDD capacity No Limit
RAID mode RAID O, 1, 5, 6, 01, 10, 30, 50
CPU Intel 80331, 64 bit, 500 MHz, RISC processor
RAM 512 MB, DDR 333
LCD display LCD, 2 lines, alphanumerical LED
Acoustic Alarm mutable
User interface Management GUI Web + VT 100
Hot-Swappable Yes
Cooling fan 1x 40 mm power, 1x 80 mm system 1x 40 mm power, 2x 40 mm system
Material Aluminium Steel
Colour Black Silver
\_ Power supply Input AC 100-240 V, 200 W J
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2x Dual SCSI Ultra 320

1x Extension port

Extension port

One 10/100 Mbit/s Ethernet interface and
one serial interface (RS232) for management
allows separating user and administrative data streams.

Packing content
1x power cable, 1x RS232 cable, 1x SCSI cable, key and screw set, 1x manual

Logistical data

SL5650-4S-L4D

Packing unit: 2 pcs./carton Gross weight (incl. packing): 8.5 kg
Total weight: 18 kg/carton Dimension of packing box: 425x255x360 mm
Dimension/Carton: 435x520x365 mm Net weight: 7.4 kg

Dimension of article (WxHxD): 270x180x265 mm

SR7650-4S-U3D

Packing unit: 2 pcs./carton Gross weight (incl. packing): 8 kg
Total weight: 17 kg/carton Dimension of packing box: 545x545x155 mm
Dimension/Carton:  555x555x350 mm Net weight: 7 kg

Dimension of article (WxHxD): 430x420x43 mm

2x Dual SCSI Ultra 320

Country of Origin:
Import tax:
EAN-No.

Country of Origin:
Import tax:
EAN-No.

Taiwan
84733080
4711132865486

Taiwan
84733080
4711132865516
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