Mini SAS HD & U.2 to M.2 NVMe SSD Adapter

3. Burn In Tests and Results

3.1 BurninTest v8.1 Pro
Shows in Samsung M.2(NVMe) Samsung SM961/512GB
3.1.1 system information as below:
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3.1.2

3.13
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show Disk test mode( 10 ways cycle test)

TEEERE: Model: ASMT 106x- YOFast Serial: QhiFhka120 (Disk: .
le size

Block size |4096 | KB

Slow drive threshold MB/Sec (NA = No threshold warning)

Duty cyde override || % (or leave blank to ccept default)
SMART options
Run self test and log SMART errors [

Network Log bad sector increase Ead sector threshold | 20

Optical drives

(% of disk) Seek count

— [m} x
Configuration Test QuickTests Help
E 5 E] x rﬂ AN |Current configuration v D . @
Systemn Information  Burn In Results  Event Log  Temperature
Memory 4 5 A
Total Physical Memory: 16296ME y y
Available Physical Memory: 15015ME &/
Memory devices:
o0: Mot populated i v
g: : ﬁﬁzpl\gih - (S BurninTest Preferences X
u 5 8192ME, S
Yirtual memory: Chypagefile.sys (allocates Wl Temp /Battery G Sound & ceu @ Bariey EjRragiest
Graphics “f Post-Test @ Video Playback & Tape
! % Serialports <~ Parallel ports B 2D Graphics (% 3D Graphics
IntelBMLDIGraphicsl530 & uss  FRAM G Plugin  ( Management |8 PCle
Chip Type: Intel(R) HD Graphics Fai - -
DAC Type: Internal & Disk (@ Optical Disk Logging /& Emors  Pm Network
Memory: 1024MB Disk selection
BIOS: Intel video BIOS
Drai e Intel Corporation [ Autematically select all fixed drives at the start of testing
Driver version: 20.19.15.4364 Drive Test Mode Threshold  File size 5
Driver date: 1-6-2016
Monitar 1: 1020%1080%32 53Hz (P gi [D;:IZ:: :::EFS 1 :::1::::2
Disk volumes € [Local drive] Not Testing
C: Local Drive, Y,?tvolume{2b385f4d-0000-0000-0080-8b2 D: HiRSHHEIE [Local drive] Default (Cydiic) NA 100 N
D Local Drive, Y\ ?\Wolume{babebf78-0000-0000-0000- 1001
< >
Edit details for drive: D: EfFETHEERE [Local drive]
Disk drives Test this drive
B Model: NVMe SAMSUNG MZVKWS12 SCSI Disk Devig Testmode |Default (Cydic) e

Ready B £
show 24-hour Burn-in test PASSED
o - O X

File Edit Configuration Test QuickTests Help

B0 R Qo e |58 O

Systemn Information  Burn In Results Event Log  Temperature

Results for DESKTOP-DLGNLFM

Test configuration file:  LastUsed.bitcfg Status:  IDLE X
|Start time: Sat Feb 25 11:26:22 2017 Stop time: Sun Feb 26 11:26:30 2017 Duration: 024h 00m 085 || @
Test Name Cyde Operations Errors  Last Error Description

&PDisk (D:) 10312 112 Trilion o No errars
[# Temperature = o Nao errars

BurninTest test result X

[[] view errors by categories

Ready
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4. Summary

4.1 M.2 NVMe SSD is PCl-e Gen 3 / 4 Lane Interface, I/O speed, max. to 4GB/s.
4.2 1B-M2B02 adapter I/0O performance is based on M.2 NVMe SSD.
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